
Solid timber construction | Pitched roof | Ridge, TESCON VANA
Airtight sealing on the outside with pro clima TESCON VANA. The cross-laminated timber elements must be manufactured to be airtight. pro clima ... and the insulation is perfect

pro clima®

Cross-laminated timber element,
manufactured to be airtight
e.g. as a result of edge-to-edge
adhesion between the CLT boards

pro clima TESCON VANA
all-round adhesive tape

Counter-battened service zone

Underlay membrane from
pro clima SOLITEX MENTO range

Ridge roll

Airtight sealing with
pro clima TESCON VANA
all-round adhesive tape

Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).
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Solid timber construction | Pitched roof | Ridge, SOLITEX ADHERO
Airtightness with pro clima SOLITEX ADHERO. pro clima ... and the insulation is perfect

pro clima®

Full-surface adhesive airtightness
membrane from the
pro clima SOLITEX ADHERO
series

Counter-battened service zone

Ridge roll

pro clima TESCON VANA
all-round adhesive tape

Underlay membrane from
pro clima SOLITEX MENTO range

Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).
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Solid timber construction | Pitched roof with rafters |
Ridge, INTELLO / INTELLO PLUS
Airtightness underneath the roof structure with pro clima INTELLO / INTELLO PLUS. Joints with TESCON PROFECT. pro clima ... and the insulation is perfect

pro clima®

pro clima INTELLO / INTELLO PLUS
high-performance vapour check membrane

Ridge roll

Counter-battened service zone
Airtight sealing with
pro clima TESCON PROFECT
pre-folded adhesive tape

pro clima TESCON VANA
all-round adhesive tape

Underlay membrane from
pro clima SOLITEX MENTO range

Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).
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Solid timber construction | Pitched roof | Valley, TESCON VANA
Airtight sealing on the outside with pro clima TESCON VANA. The cross-laminated timber elements must be manufactured to be airtight. pro clima ... and the insulation is perfect

pro clima®

Underlay membrane from
pro clima SOLITEX MENTO range

Cross-laminated timber element,
manufactured to be airtight
e.g. as a result of edge-to-edge
adhesion between the CLT boards

Counter-battened service zone

Valley
flashing

Airtight sealing with
pro clima TESCON VANA
all-round adhesive tape

pro clima TESCON VANA
all-round adhesive tape

Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).
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Solid timber construction | Pitched roof | Valley, SOLITEX ADHERO
Airtightness with pro clima SOLITEX ADHERO. pro clima ... and the insulation is perfect

pro clima®

Underlay membrane from
pro clima SOLITEX MENTO range

Full-surface adhesive airtightness
membrane from the
pro clima SOLITEX ADHERO
series

Cross-laminated timber element

Counter-battened service zone

pro clima TESCON VANA
all-round adhesive tape

Valley
flashing

Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).
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Solid timber construction | Pitched roof with rafters | Valley
Airtightness underneath the roof structure with pro clima INTELLO / INTELLO PLUS. Joints with TESCON VANA or ORCON F / CLASSIC. pro clima ... and the insulation is perfect

pro clima®

pro clima INTELLO / INTELLO PLUS
high-performance
vapour check membrane

pro clima TESCON VANA
all-round adhesive tape

Underlay membrane from
pro clima SOLITEX MENTO range

Airtight sealing with
pro clima TESCON VANA
all-round adhesive tape,
alternative: ORCON F / ORCON CLASSIC
all-round joint adhesive

Counter-battened service zone

Valley
flashing

Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).
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